Quick Setup Guide for Network Printer

- Canon LLBP 3310 -

Access to the following URL

https://www.canon.com.au/en-au/Personal/Support-Help/Product-Help?wid=alpdriv

Looking fo..

ers

Input “LLBP 3310” in the search box and push “Search” button.

Click on “View all” in “Driver and Downloads” category. DOWNLOADS (6)

Click on your OS. Support * Linux 320it (1)
> Linux 64bit (1)

* About OS version, click on “About Mac” in the Apple menu.

> Mac OS Xv10.3 (1)

ﬂ Finder File Edit View > Mac OS X v10.4 (2)

- > Mac OS X v10.5 (1)
About This Mac

> Mac OS X v10.6 (1)

Specification;

Mac OS X v10.8 (1)

Drivers and Downloads )
> 0S X v10.10 (1)

Get the latest downloads for your > 0S X v10.11 (1)

product here.
> 0S Xv10.9 (1)

View all
> Windows 10 (1)
Click “Driver page link”.
LASER SHOT LBP3310
Click on the agreement check box “I have read and ....” on Download
- CAPT Printer Driver Ver.3.86 for Mac OS X 10.5/10.6/10.7/10.8/10.9/10.1...
CategOI‘y. Update History [V3.86] Resolved an issue that prevents printing when using a USB connection in OS X
10.11 environments. System requirements Support OS PowerPC: Mac OS X 10.5 - 10.5.8 Intel: Mac OS X
Then, C].le on “DOWl’ﬂoad” 11nk 10.5 - 10.11.3 Caution If you add a printer
O http://support-au.canon.com.au/contents/AU/EN/0100420705.html
Open the downloaded file and open “Canon_CAPT Installer” driver
in MacOSX folder. Hosmoes 4 , : ,
I have read and understood the information above, and wish to download the designated software.
Download

w Canon_CAPT_Installer.pkg
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9. After the driver is installed, select “Printers & Scanners” on System
Preferences in Apple menu.

10. Click on “+” button in the left side menu.

11. Click on “IP” tabs.

Add

12.Input “IP Address ” and “Name”.
13.Select “Line Printer Daemon — LPD” on Protocol.

14.Then, Select “Select Software..” in “Use” (Printer Driver Selection).

8@ w

Default

Add

Windows Search

Address: dec Iieisis

Valid and complete host name or address.
Protocol: = Line Printer Daemon - LPD H

Queue:

Leave blank for default queue.

wre: PINTEr Name

Location-
Auto Select

Use ¥ Generic PostScript Printer '

‘ Select Software...

Other...
l'\\ld
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15. Search “Printer Name” (ex. 3310) and select Printer driver.

Printer Software

Q. 3310] <]

Canon LBP3310 CAPT (JP)

Cancel | SIS

16.Then, click on “Add” button.
17.Click on “continue”.
18.Then, click on “OK” button.

Unable to verify the printer on your
network.

’ /
' Unable to connect to “10.242.38.179’ due to an error.

Would you still like to create the printer?

SR Continue |




